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Oxygen Analyzers

Technology
Oxygen is a paramagnetic gas, which means that it is attracted 
by a magnetic field. This magnetic susceptibility is much 
greater for O2 than that of most other gas molecules and 
therefore this physical property is ideal for the determination 
of the level of oxygen in a wide range of background gases. 

The XTP Series thermo-paramagnetic oxygen analyzer 
combines the paramagnetic and thermal conductivity 
technologies to accurately measure oxygen. The instrument 
is very stable which gives the user confidence in the 
measurement. This is important in safety applications such 
as blanketing of vessels or reactors in chemical plants.

In addition to the stability of the Michell XTP sensor, the 
insensitivity to mechanical shock is another advantage of 
the thermo-paramagnetic technology. As it relies solely upon 
fluctuations in magnetic fields, and not internal moving 
parts, the sensor will operate efficiently under a wide range 
of environmental conditions. It is suitable for installation 
where vibration or movement could pose a problem for 
other sensor types. The measuring sensors are coated in 
borosilicate glass and mounted on platinum wire giving 
excellent resistance to corrosion and less susceptible to 
permeation of hydrogen or helium. 

SIL2 Option
The XTP601 can now be purchased meeting the requirements 
of IEC61508 SIL2. A supplementary SIL manual will be 
supplied with the analyzer allowing the user to integrate the 
unit into their functional safety system.

Features
High Sensor-Stability Reduces Calibration Costs

The sensor design largely eliminates drift associated with 
other comparable devices, improving the stability of the 
measurement. This allows longer calibration intervals and 
reduces both labour and consumable costs.

Reliable Long-Term Performance

The non-depleting sensor has no moving parts, and is 
therefore not affected by vibration or movement. This makes 
it suitable for remote and offshore installations and offers a 
low cost of ownership.

Easy Installation with Local Display

The analyzers are either IP55 or IP66 and can be installed 
very close to the sample point. This provides many benefits 
such as:

•	 With built-in HMI, no need to radio/walk back to a control 
room (saves effort) 

•	 Less sample line or cabling (saves cost) 

•	 Greater choice of installation points (flexibility)

Outputs:

The Analyzers are supplied with the following as standard:

•	 Two 4...20 mA outputs 

•	 Modbus RTU over RS485

•	 Two alarm relays for concentration

•	 mA can be driven High or Low according to NAMUR when 
cell temperature is not stable.

XTP Series Oxygen Analyzers

Flexible Packaging
The XTP Series oxygen analyzers are suitable for Safe (GP) or Hazardous (EX) Area classification depending on the individual 
customer's needs. This allows the user to determine the price to feature ratio that best suits each installation.

Application Software
The XTP application software will 
allow the user remote access to 
the unit. This includes displaying 
the target gas concentration, 
alarms, graphs, changing 
parameters and even remote 
calibration.

XTP601 (EX1, GP1 or GP2)
The analyzer provides a local 
HMI for the user to access all the 
functions of the analyzer through 
the glass via capacitive buttons. As 
well as displaying the target gas 
concentration, there is a status bar 
showing messages. The user can 
scroll through the front screens 
to see a graph of the latest period 
(user defined), min and max values, 
reading from an external sensor and 
alarm history.

XTP501 (GP2) 
The base model oxygen gas 
analyzer without integrated display 
for customers with a local control 
system. An optional remote display 
is available for set-up, diagnostics 
and calibration for clients with 
multiple units.

XTP501 (GP1)
This analyser is suitable for light 
industrial applications and shares all 
the same features and benefits in a 
lightweight IP55-rated wall-mounted 
enclosure. All electrical connections 
are accessible without opening the 
case and all mating connectors are 
supplied.
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Oxygen Analyzers

Product Dimensions
XTP601

XTP501

A2
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Related Industrial Products

Easidew PRO I.S.

Process Dew-Point 
Transmitter

Minox i

Intrinsically Safe Oxygen 
Transmitter

XTC601

Binary Gas 
Analyzer

GPR-1200 ATEX

Portable Trace Oxygen 
Analyzer
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